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*Profile/Depths are dependent on
application & event suitability. Wall
mount protrusion, wall cavity depth
& floor footprint to be considered.

*Profile/Depths are dependent on
application & event suitability. Wall
mount protrusion, wall cavity depth
& floor footprint to be considered.

Edgelit refers to LED modules being placed
Top and Bottom or sides of frame.

Backlit refers to LED module strips (mulitple rows)
from Top to Bottom soldered onto PVC backing. 

Most commonly used for permanent fixture applications, mounted on walls or in wall 
cavities. Add stabilising feet and you have a portable lightbox feature wall (single/double
sided graphic) for tradeshow or exhibitions. As stand alone or against/fixed to the wall.

TexFrame Custom Lightboxes - Aluminum

40mm
Backlit

100mm
Edgelit

140mm
Edgelit

EDGELIT LED Lighting integrated
withing the frame. Top and bottom
dependent on upright position.

Suitable for on the road marketing, tradeshow or exhibition events.
Outer frame accomodates accessory addons/combines other lightboxes. 

InstaLITE Portable Lightboxes - PVC

120mm
Edgelit

60mm
Edgelit/Backlit

BACKLIT LED Lighting refers to hooked 
in LED curtain (8 rows) hung per section/
cell of the T-FPU Module. 

EDGELIT kits refers to LED bars attached 
to the top and bottom of each column.
An economical option with near identical
light dispersion to the Backlit LED curtain.

Bevelled edged channel bars, light weight construct suitable
for on the road marketing, tradeshow or exhibition events. 

T-FPU Backlit/Edgelit Module Lightbox - (Pop Up)

EdgelitBacklit

360mm Depth Profile

Portable Lightboxes for Tradeshows and Exhibitions (Set sizes)


